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of water simultaneously from the high-
est outlets on the fire main at a Pitot 
tube pressure of approximately 50 
pounds per square inch. 

(2) On oil-burning nautical school 
ships, where two pumps are required, 
they may be located in the same com-
partment, if the compartment is 
equipped with an approved fixed carbon 
dioxide extinguishing system. 

(d) Outlets from the fire mains shall 
be of a sufficient number and so ar-
ranged that any part of the living quar-
ters, weather decks and any part of 
cargo decks, accessible to crew, while 
the nautical school ship is being navi-
gated, may be reached with a single 50- 
foot length of hose. Outlets within ac-
commodations and service spaces adja-
cent thereto shall comply with the 
above or they may be so arranged that 
any part may be reached with a single 
75-foot length of hose provided a sia-
mese connection is fitted at each out-
let. Where the fire main is located on 
an exposed deck, branches shall be pro-
vided so that the hose connections nec-
essary to comply with the foregoing be 
distributed on both sides of the nau-
tical school ship. The fire hose shall be 
connected to the outlet at all times, 
except on open decks where the loca-
tion of the fire hydrants is such that no 
protection is afforded for the hose in 
heavy weather. The fire hose may be 
temporarily removed from the hydrant 
when it will interfere with the han-
dling of cargo. 

(e) Outlet openings shall have a di-
ameter of not less than 11⁄2 inches and 
shall be fitted with suitable hose con-
nections and spanners. The arrange-
ment of the fire hydrant shall be lim-
ited to any position from the hori-
zontal to the vertical pointing down-
ward, so that the hose will lead down-
ward or horizontally, in order to mini-
mize the possibility of kinking. In no 
case will a hydrant arranged in a 
vertical position with the outlet point-
ing upward be accepted. 

(f) Fire pumps shall be fitted on the 
discharge side with relief valves set to 
relieve at 25 pounds higher than the 
pressure necessary to maintain the re-
quirements of paragraph (c)(1) of this 
section and a pressure gage to indicate 
the pressure on the fire main. If the 
fire pumps operating under shut-off 

conditions are not capable of producing 
a pressure exceeding 125 pounds per 
square inch, the relief valve may be 
omitted. 

(g) Each section of fire hose used 
after January 1, 1980 must be lined 
commercial fire hose that conforms to 
Underwriters’ Laboratories, Inc. Stand-
ard 19 or Federal Specification ZZ-H- 
451E. Hose that bears the label of Un-
derwriters’ Laboratories, Inc. as lined 
fire hose is accepted as conforming to 
this requirement. Each section of re-
placement fire hose or any section of 
new fire hose placed aboard a vessel 
after January 1, 1977 must also conform 
to the specification required by this 
paragraph. 

(h) Each fire hydrant must have at 
least one length of firehose. Each fire-
hose on the hydrant must have a com-
bination solid stream and water spray 
firehose nozzle that is approved under 
subpart 162.027 of this chapter. 

[CGFR 51–11, 16 FR 3218, Apr. 12, 1951, as 
amended by CGFR 60–36, 25 FR 10642, Nov. 5, 
1960; CGD 74–60, 41 FR 43152, Sept. 30, 1976; 
CGD 76–086, 44 FR 2394, Jan. 11, 1979] 

§ 167.45–10 Couplings on fire hose. 

The couplings on fire hose shall be of 
brass, copper, or composition material. 
All hydrants shall be provided with 
suitable spanners. 

§ 167.45–15 Capacity of pipes and hose. 

The capacity of the pipes and hose 
leading from the pumps shall in no case 
be less than that of the discharge open-
ing of the pump: Provided, however, 
That the pipe and hose shall in no in-
stance be less than 11⁄2 inches in inter-
nal diameter. 

§ 167.45–20 Examination and testing of 
pumps and fire-extinguishing 
equipment. 

The inspectors will examine all 
pumps, hose, and other fire apparatus 
and will see that the hose is subjected 
to a pressure of 100 pounds to the 
square inch at each annual inspection 
and that the hose couplings are se-
curely fastened. 

VerDate Sep<11>2014 10:34 Dec 17, 2014 Jkt 232204 PO 00000 Frm 00030 Fmt 8010 Sfmt 8010 Y:\SGML\232204.XXX 232204w
re

ie
r-

av
ile

s 
on

 D
S

K
5T

P
T

V
N

1P
R

O
D

 w
ith

 C
F

R


		Superintendent of Documents
	2015-01-09T12:25:47-0500
	US GPO, Washington, DC 20401
	Superintendent of Documents
	GPO attests that this document has not been altered since it was disseminated by GPO




